RAIN GARDEN (INFILTRATION)

PER PLAN (6 FT MIN.)

|<7 PER PLAN (2 FT MIN.) 4—|

PLANTS PER LANDSCAPE OVERFLOW DRAIN: 4" DIA. PVC
ARCHITECT/DESIGER PIPE WITH ATRIUM GATE INLET
RIP RAP / GRAVEL (PLANTING REQUIRED) 6- 9" ABOVE FINISH GRADE
(If required by LADBS)
(ENERGY DISSIPATOR) 2-3"WOOD CHIP
OR MULCH
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DIRECT OVERFLOW DISCHARGE PER
BUREAU OF ENGINEERING & LADBS
REQUIREMENTS
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NOTES: NOT TO SCALE

1. RAIN GARDENS USED AS INFILTRATION SHALL NOT BE PERMITTED IN AREAS DESIGNATED AS LIQUEFACTION OR
HILLSIDE GRADING AREAS AND ON SLOPES THAT EXCEEDS 30%.

2. EDGE OF RAIN GARDEN MUST MEET INFILTRATION SETBACKS PER LADBS INFILTRATION BULLETIN (P/BC 2014-118).

3. DIRECT OVERFLOW DISCHARGE PER BUREAU OF ENGINEERING AND BUILDING & SAFETY REQUIREMENTS.

4. SEE RAIN GARDEN FACT SHEET FOR MORE INFORMATION.

DIRECT OVERFLOW DISCHARGE PER
BUREAU OF ENGINEERING & LADBS
REQUIREMENTS
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STORMWATER RAIN GARDEN FOR SMALL SCALE RESIDENTIAL (INFILTRATION)




